


Parlor

PREMIUM TRAVERSE SYSTEM FEATURES

a Premium, single track, center-draw traverse rod systems are available in both
4" and 8' lengths.
o Heavy-duty aluminum tracks are of the highest quality.
e Superior strength performance. Maximum fabric weight: 6 pounds per foot.
* Tracks are powder-coated inside and out in a brown finish, and sealed with a
factory-applied dry-lubricant. This patented finishing technique allows for
smooth operation and effortless glide of drapery across the rod.

O Premium hand-draw system includes 2” wood rod, aluminum track and clear acrylic
wand. Track is fitted with Klick glides (14 with 4’ and 28 with 8), left and right
master carriers, end caps, and 3" aluminum wall brackets with 2.5"” projection
(3 for 4’, 4 for 8).

O Premium c-ring hand-draw system includes same as above, but track is instead
fitted with c-ring glides and master carriers and includes decorative wood c-rings
(16 with 4’ and 32 with 8).

O Premium corded traverse system includes 2" wood rod and aluminum track. Track
is fitted with Klick ghdes (14 with 4" and 28 with 8), left and right master
carriers, right-side cord control with 6' cord drop, mounted cord pulley, and
3" aluminum wall brackets with 2.5" projection (3 for 4’, 4 for 8').

O Premium c-ring corded traverse system includes same as above, but track 1s instead ; i
threaded with c-ring glides and master catriers and ncludes decorative wood ROSETTE TIEBACK
c-rings (16 with 4’ and 32 with 8'). 5" Projection 3 5" Diameter

SHERATON FINIAL
6'L 4'H

PREMIUM HAND-DRAW SYSTEM SHOWN WITH PARLOR WAND (SOLD SEPARATELY) STANDARD & EXTENDED BRACKET
Standard has 4" projection
Extended has 6" projection



OXFORD FINIAL
4.5"L 3'H

FLORETTE FINIAL PINECONE FINIAL LEAF TIEBACK
3.25"L 4"H 5.75"L 3"H 7" Projection, 7.75"L 2.25'H

WILLIAMSBURG FINIAL SCALLOP FINIAL RINGS
4.25'L 3"H 4.25'L 4'H 2.5" Diameter




CHERRY

MAHOGANY

CHESTNUT

OAK

UNFINISHED SHERATON FINIAL, PINECONE FINIAL, SCALLOP FINIAL AND 2" FLUTED ROD
SHOWN IN UNFINISHED

HARDWARE FEATURES

O 6 finial chotces
O All hardware is hand-carved and is available in 4 finishes: Cherry, Mahogany, Chestnut and Oak.

O Select styles are avaitlable in unfinished: Pinecone finial, Scallop finial, Sheraton finial, Rosette tieback,
standard bracket, fluted rod (4' and 8'), and rings.
e Due to the variety of wood types used, variation in the wood coloration of the unfinished piece I1s apparent.
We recommend painting as oppesed to staining, as painting allows for more consistent coverage.

0 Hand-finishing creates color variation that is to be expected and appreciated; it is part of the inherent beauty
of this collection.

O A center support is recommended on any rod lengths of 8’ or greater.
O All items are shown in the cherry finish.

DO The collection is exclusive to Robert Allen.

This collection is exclusive to Robert Allen.

COVER PHOTO INSIDE FUNCTIONAL PHOTO INSIDE ANGLED PHOTO

finial: Pinecone, Chestnut finial: Sheraton, Mahogany finial: Sheraton, Mahogany

rod: 2" Fluted Rod, Chestnut rod: Hand Draw System, Mahogany rod: C-ring Corded Traverse System, Mahogany
rings: 2.5"” Chestnut wand: Mahogany c-rings: Mahogany

fabric: Oppida, Cider fabric: Paisley Gem, Nutmeg fabric: Paisley Gem, Nutmeg



FINIALS

Top Detal
8
TIEBACK BRACKETS
{
|
L
10 11 13 14 15
BRACKETS OTHER

=

M

YT Y 4 9 L . ST

16 17
RODS
FIMIALS OTHER

1 Florette finial, 2" (3.25'L 4"H)
Oxford finial, 27 (4.5"L 3"H)
Pinecone finial, 2° {5.75"L 3"H}
Scatlop finial, 2" (4.25"L 4"H}
Sheraton finial, 2" (6'L 4"H)
Williamsburg finial, 2" (4.25'L 3"H)
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TIEBACK
7 Leaf tieback (7" projection, 7.75"L 2.25"W)
8 Rosette tieback (5" projection 3.5" diameter)

BRACKETS

9 Inside Mount (2.75" diameter)
10 Standard bracket (4" projection)
11 Extended bracket (6" projection}

NOT SHOWN: 37 Traverse rod systern brackets (2.5” projection)

12 Ring (2.5" diameter)

13 C-rings (2.5” diameter)

14 2 fluted elbow (8L &™W)
15 Wand (36"L)

RODS

16 2" fluted rod {(available in 4" and 8' lengths)

17 2" fluted traverse rod® (available in 4' and 8' lengths)
Premium cenier draw systems. Hand-draw or corded traverse options
with or without c-rings. *See price fist for further details on fraverse systems

To adjust rod length, please follow general installation mstructions for shortening wonden rods

ROBERT ALLEN H WINDOWS

For customer service in the United States call 1.800.333.3777,
in Canada 1.800.363.3020, in Europe +44 {0) 1494 474741,



